FOR IMMEDIATE RELEASE
May 7 2013
Editor Contact Information:
Jim Johnson
VP of Sales and Marketing
562-964-9185
j.johnson@calpipe.com

Calbond PVC coated conduit, fittings and accessories are UL6, cUL and NEMA RN-1
compliant…

Calpipe Industries Introduces PVC Coated Conduit Systems
for Water and Wastewater Facilities
DOWNEY, CA (May 7, 2013) – Featuring a 40-mil PVC exterior coating and a 2-mil urethane
interior coating, Calpipe Industries introduces Calbond PVC coated rigid steel and
aluminum conduit and conduit fittings. The quality couplings and fittings are double-coated,
both inside and out, with a 2 mil coating of urethane. The exterior is then coated again with a 40
mil PVC coating on top of the urethane. All fittings incorporate flexible overlapping sleeves that
ensure a tight seal at every connection, ideal for use in water and wastewater facilities.
Calbond is UL listed and NEMA RN-1 compliant, with no exceptions, and is UL6 listed
with both the zinc coating and PVC coating as primary protection against corrosion. These same
industry standards reference the appropriate American Society for Testing and Materials
(ASTM) test methods, including ASTM D2247-11, the standard practice for testing water
resistance of coatings is 100% relative humidity, and ASTM D1308-02, the standard test method
for effect of household chemicals on clear and pigmented organic finishes, making Calbond the
ideal choice for the harsh environment found within water and wastewater facilities.

“Manufactured in a new state-of-the art facility, our products are manufactured to exceed
industry standards and utilize a flexible manufacturing process, providing the highest quality
products and shorter lead times,” said Mike Lang, Calbond’s Product Manager.
Calpipe Industries combines this extensive manufacturing expertise with a fast, reliable,
responsive team to provide the industry with a complete product offering of PVC coated steel or
aluminum conduit, elbows, couplings, junction boxes, liquid tight fittings, hazardous location
fittings, strut and accessories.
For more information, visit www.calbond.com/resources/calbond_catalog.pdf; email
info@calbond.com or call 562-803-4388.
About Calbond:
Headquartered in Santa Paula, CA, Calbond™ offers a complete line of PVC coated conduit,
fittings and accessories for the protection of electrical products used in highly corrosive
environments. Calbond brings you over 40 years of industry knowledge. Our quality assurance
program fully complies with the industry standards established by UL and NEMA ensuring that
all Calbond products are engineered and designed to conquer the most demanding and corrosive
environments. Calbond is a division of Calpipe Industries. Experts in the corrosion protection
industry, Calpipe Industries has been supplying complete systems of stainless steel and PVC
coated conduit and fittings since 1998.
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